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Product Final Code

Configuration Example

Product ID + +

Select a component for each column for final configuration

Finishes CTT

Technical amendments reserved

Profile Section

50

30 

LOOPD12.WH.27.D

LOOPD12 WH White 27 2700

BK

OS

Black

Ocean 
Sand

30 3000

December 2024

LOOP12 Double-emission
LOOP12 is a circular architectural light, suspended and 
designed for indoor decorative applications. It features a 
durable aluminum body, powder-coated for a sleek finish, 
and is suspended by elegant metal cables. Equipped with a 
polycarbonate (PC) diffuser, this fixture provides soft, uniform 
lighting for enhanced ambiance. Designed with both form and 
function in mind, LOOP is ideal for modern interior spaces.
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Technical Data

Lumen Data

Specification Product

Application Light 
DistributionFinish

CRIDimensions

SDCM

Wattage

Voltage

Fixing Kit

Fitting Life

Downward
Upward

Downward
Upward

CTT Delivered Lumen

DriversAccessories

Operating 
Temperature

LOOP12 Double-emission

Suspended
Diffused

Powder painting

> 90Ø 1200 mm                                    
profile section 30x50 mm

≤ 3

75 + 39 Watt

24 Volt

Included

54.000h L80 B20 (Ta,55°C)                                             
Reported TM-21 L70                                          
Lifetime: >54.000h

2700 6270                                        
3260

3000 6600                                 
3432

D021 D027L-CON005/BK L-CON005/WH

On/Off                                    
60 Watt

On/Off                                    
150 Watt

Ceiling Rose 
Black

Ceiling Rose 
White

-20 °C / + 40 °C


