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LicLLab

Product Final Code

Configuration Example L-ST9.6W.90.IP68.24K

Product ID + +

L-ST9.6W

Select a component for each column for final configuration

2400K24K

2700K27K

3000K

4000K

5000K

30K

40K

50K

.90.IP68 CCT

Technical amendments reservedMarch 2025

Strip 120 Mono IP68
The Premium Mono LED Strip Light is designed with advanced 
Flexible Printed Circuit (FPC) technology. Available in five different 
CCT options, it features 120 high-performance LEDs per meter 
with a CRI of 90+. The strip emits a smooth, diffused light with a 
120° beam angle and operates on a 24V constant voltage (CV) 
input. For easy installation, it includes a 150mm connection cable 
and 3M adhesive backing for secure mounting.
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LicLLabStrip 120 Mono IP68

Technical Data

Lumen Data

Drivers

Specification Product

Application Light 
DistributionDimensions

CRICutting size

Fitting life

SDCMOperating 
temperature

Wattage

Voltage

Class

As per aluminium profile*
Diffused 120°

8 x 2.2 x 5000 & custom

> 9050 mm

50.000 hours

< 3
-20°C / +45°C

9.6 W/meter

24 Volt DC

III

2700K

2400K

5232

5040

3000K 5568

4000K

6000K

5856

6000

CTT

D014 D001

On/Off
75 Watt

On/Off
75 Watt

D016 D004

On/Off
150 Watt

On/Off
150 Watt

Reel Lumen

*Aluminium profiles and drivers to be ordered separately



TOOLS REQUIRED

INSTALLATION MANUAL

Before starting, switch OFF Power Line / Power Supply            | Installation should be done only by Trained Technical Team

LED STRIP

CONNECTIONS
Using sharp scissors, cut the strip on the marked line as 
per the requred length.

Solder the wires to the LED Strip. Ensure that the PCB is 
not overheated.

Connect the wires to available wire connector.

Make sure that the mounting surface is clean. While placing the 
LED Strip on the surface do not press directly on the LEDs.

MOUNTING STRIP ON A SURFACE
Remove the adhesive tape from the LED Strip.

DIFFUSER MOUNTING
Mount the Diffuser by pushing it into the profile.

Recheck the connections and confirm that it is connected properly. Switch On the Power supply

LICLLAB light is culture www.licllab.it

Clear / Milky-White Diffuser



MONO-COLOUR DRIVER CONNECTION

RGBW DRIVER CONNECTION

SINGLE LED STRIP CONNECTED

MULTIPLE LED STRIP CONNECTED

LED STRIP - WIRING DIAGRAM 
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