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Tools Required

Before starting switch OFF Power Line/Power Supply
Installation should be done only by trained technical team!

AKIRA Family - Akira Suspended - Mono or double emission

AKR1 AKR2 AKR3L=508mm L=1008mm

L

L=1508mm
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Operations

1 2Drill holes in the ceiling at the 
correct spacing and install the 
brackets for the cable retainers

Clicks the brackets with metal wire 
and fix them to the light body

Insert the cables into the 
cable retainers and secure the 
retainers to the ceiling brackets. 

3

Ensure the light is securely 
mounted.

Recheck the connection and confirm that it is connected properly. 
Switch On the power supply.

4

6

5

If driver is remote connect the 
main power supply cable directly, 
otherwise install the ceiling box
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Tools Required

Before starting switch OFF Power Line/Power Supply
Installation should be done only by trained technical team!

AKIRA Family - Akira Surface

AKR1 AKR2 AKR3L=508mm L=1008mm

L

L=1508mm

Confirm that the product is connected properly. 
Switch On the power supply.

Drill holes in the ceiling at 
the right distance and fix 
brackets using screws

3

1 Connect the power source 
and push the light body on 
brackets until it clicks

2

Operations
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Tools Required

Before starting switch OFF Power Line/Power Supply
Installation should be done only by trained technical team!

AKIRA Family - Akira Recessed

AKR1 AKR2 AKR3L=517mm L=1017mm

L 31

L=1517mm

Operations

Confirm that the product is connected properly. 
Switch On the power supply.

Make the groove according 
to the product dimensions
X = L-11mm	         Y = 31mm

3

1 Connect the light to power 
source, lift the brackets and 
insert it in the cuted ceiling

2
41
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Tools Required

! Before starting switch OFF Power Line/Power Supply
Installation should be done only by trained technical team


